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Category Mills – Vertical Boring

Manufacturer Field Kobediesel

Model Single Column, Open-Side Type

Serial Number 6401166

Year 1981

Control Manual Pendent

Table Diameter 86.61 / 125.00 in, 2200 / 3175 mm

Swing 204.72 in 5199.89 mm

Height Under Rail 70.87 in 1800.1 mm

Table Speed 1.15 – 100 RPM Infinitely Variable

Table Capacity 40000 lbs 18143.68 kg

Motor Power 62.00 HP 46.23 kW

Chuck Type Faceplate

Jaw System Independent

Number of Jaws 4

Hard Jaws Yes

Rapid Travel Speed 160.00 in/min 0 mm/min

Ram Size 9 in x 8 in, 228.6 mm x 203.20 mm

X – Horizontal Saddle Travel 84.00 in 2133.6 mm

Location Rail Mounted

Z – Vertical Slide Travel 56.00 in 1422.4 mm

Coolant Yes

Chip Conveyor None, Optional



Power Existing

Additional
All new electrics, servo motors, servo drives, spindle drive and magnetics. 
Table capacity depends on size of suitable or support spider used on main 
table.

Weight 95000 lbs 43091.24 kg

Condition Excellent

Warranty Manufacturer's warranty on new CNC, one year on replaced parts
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